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2384 × 1096 × 35mm

28.3kg

tempered glass, 3.2mm

Anodized aluminum profile

Mono-crystalline solar cell

345（69*5）

IP68, three diodes

4mm2, +500mm/-1100(Vertical), +220mm/-180mm(Horizontal)

31pcs/box; 620pcs/40'container; 868pcs/flat car

42.30 °C (±2°C)

-0.27%/°C

+0.04%/°C

-0.34%/°C

DC1500 (IEC)

25

Front 5400 / Back 2400

-40 ~ + 85

Maximum diameter of 25 mm with impact speed of 23 m/s

Declaration: 
With the technical progress and product updates,there exists a 
deviation between the technical parameter of the TW Solar's 
future products and the technical parameter in this specification, 
The TW Solar reserves the right to adjust the technical 
parameter at any time without notifying the customers, TW Solar 
reserves the final right of interpretation.

Module Type: TH***PMB6-58SC

Maximum Power - Pm (W)

Open Circuit Voltage - Voc (V) 

Short Circuit Current-Isc [A]

Maximum Power Voltage-Vm [V]

Maximum Power Current-Im [A] 

Module Efficiency-η [%]

Maximum Power-Pm [W] 

Open Circuit Voltage-Voc [V]

Short Circuit Current-Isc [A] 

Maximum Power Voltage-Vm [V] 

Maximum Power Current-Im [A]

Dimensions 

Weight 

Front glass 

Frame 

Cells

Cell Orientation

Junction Box 

Cable

Packaging

NMOT

Temperature Coefficient of Voc

Temperature Coefficient of Isc

Temperature Coefficient of Pm

Maximum System Voltage [V]

Series Fuse Rating [A]

Maximum Surface Load Capacity [Pa]

Temperature Range [°C]

Withstanding Hail

PV CHANGES THE WORLD

Sales Hotline: 0551-62896556          Email: ZUJYXB01@tongwei.com          Add: 888 Changning Avenue, High-tech Zone, Hefei City, Anhui Province     
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